
for gardening

The revolutionary biotextile  
of fully 
totally biodegradable, 



If you ever dreamed of a beautiful lawn, sound and thick, you know 

you have to carefully choose seeds and fertilizers, arrange them 

evenly, cover them with some soil (but not too much), making sure 

mind the weeds and keep away birds and bugs…Well, to get a 

Easy and environmental friendly,  is a revolutionary 
implement developed for making easier and more effective the 

 sheltered from the rain and the 

calibrated with utmost precision to avoid noxious excessive or short 

The result will be a sound, thick lawn and the weeds control will 

Thanks to you don’t suffer from loss of seeds due to the 

It guarantees excellent results even on steep slopes and protects 

Afterwards it allows the effective establishment of the vegetation 

  

 

The installation directions are very simple:
prepare the ground, removing the pre-existing weeds by the roots 
and turning up the soil on the surface (5-10 cm), then crumble the 

Lay down the biofelt making it adhere to the soil, then water 
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good result when inclement weather conditions occur, due to usage mistakes 

 Lay down the pre-sowed biofelt when the ambient temperature 

 Prepare the ground removing the weeds by the roots, turning 

 Unroll in a place with a good exposure to light, 

making it adhere thoroughly to the ground

 When a regular watering is not possible, we suggest to cover 
with a few millimetres of loam and water it every 

Afterwards, take care of the lawn as usual (trampling and mowing 

Mow a  not more than twice per year to a height of 

On slopes or in windy conditions it is advisable to anchor   

 

If stocked in a dry place inside its nylon packaging, the product life 

INSTRUCTIONS

On level grounds the irrigation water is usually adequate to secure  
, but for improved steadiness or on slopes, it is advisable 
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WEIGHT (UNI EN ISO 9864 Standard): 240 g/m²

ROLLS SIZE (UNI EN ISO 10320 Standard): 
50 m² (h 72/108 cm, lenght 69,5/46,3 m)
100 m² (h 108 cm, lenght 92,6 m)
150 m² (h 216 cm, lenght 69,5 m)

ROLLS WIDTH (UNI EN ISO 10320 Standard): 72/108/216 cm

COLOR: green (shade variations are available among the different lots)

 

COMPOSITION: cellulose fibres, seeds

PACKAGING: nylon film

THICKNESS (UNI EN ISO 9863 Standard): 3 mm
THICKNESS at 20 kPa (UNI EN ISO 9863 Standard): 1 mm

TENSILE STRENGTH (long.) (UNI EN ISO 103219 Standard): 0,98 kN/m
TENSILE STRENGTH (transv.) (UNI EN ISO 10319 Standard): 0,60 kN/m

ELONGATION AT RUPTURE (long.) (UNI EN ISO 10319 Standard): 43 %
ELONGATION AT RUPTURE (transv.) (UNI EN ISO 10319 Standard): 125 %

ADDITIONAL MATERIALS:
granular fertilizers, soil conditioners, water absorbents

All the values which make reference to width, length and weight may be subject to a 
7%-8% positive or negative variation.
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